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海翔之星 R
和纸

和纸 JAPANESE WASHI TAPE 

产品特点 Feature

主要以日本和纸为基材, 涂上橡胶。

It uses washi paper as the backing material, and coated with rubber adhesive.

防水

可书写

可定制不同设计

不残胶

易撕

耐高温150

Waterproof 

writable 

Can custom different beautiful design 

No residue left after removed 

Peels off easily 

Resist high temperature 150

JAPANESE WASHI TAPE

参数表 Technical  Data

Sort分类 Type: HX-6008Japanese Washi Tape 和纸 

结构 Structure 

性能 Performance

项目 um   

Ball No.   

kN/m   

N/25mm   

Hrs.   

kN/m   

N/cm   

/   

110   

总厚度 Total thickness 

初粘性（钢球测试） Initial tack (Ball test) 

180度剥离力  180° peel adhesion

持粘力 Permanent adhesion

拉伸力 Tensile strength 

抗UV紫外线 UV-resistant

耐温 Temperature resistance 

原材料/和纸/胶水 Surface activator/ rice paper / acrylic adhesive

单位 Unit 数据 Data

100±15  

≥12  

≥0.12  

≥3.0  

≥3.0  

≥2.0  

≥20  

14天 14days  

≥18  
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包装 Packaging

主要的应用场所 Main  Application

主要用于建筑装饰, 喷绘, 礼品包装, 艺术装饰以及各种DIY装饰。

It is used at normal temperature and applicable in building decoration, scrapping, color separation covering and gift 

package, art work decoration, DIY decoration and so on.
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